
Raw material:

	� Polyester/polyester

Construction type:

	� Core Spun

Product Properties:

	� AMANN’s all-rounder
	� High-performing, outstanding sewing behaviour
	� Offers high abrasion resistance and ideal strength 
properties

	� Great in tickets and colours, textile appearance
	� Classic look for closing and topstitch seams
	� Suitable for matt embroidery
	� Certified according to OEKO-TEX® STANDARD 100 
product class I (baby articles), appendix 6

	� Pro-Care certified for industrial laundry according to 
DIN EN ISO 15797

Main application:

	� Ladieswear, menswear
	� Children’s clothing
	� Sportswear & outdoor
	� Underwear & lingerie
	� Workwear
	� Leatherwear
	� Denim

Ticket no. Tex no. Needle 
size min  
(in Nm)

Needle 
size min  
(in No.)

Make-up

8 400 200 25    800 m Co

12 260 150 23 1,100 m Co

18 200 140 22 1,400 m Co

30 105 110 18 10x300 m XW 
3,000 m Co

35 80 100 16 5,000 m Co

50 60 90 14 10x500 m XW 
2,500 m Co

80 40 80 12 10x1,000 m XW 
5,000 m Co

100 30 75 11 10x1,000 m XW 
5,000 m Co

120 24 65 9 10x1,000 m XW 
5,000 m Co

150 21 55 7 10x1,000 m XW 
5,000 m Co

180 18 50 6 5,000 m Co

Co =     XW = 

Other applications:

	� Embroidery
	� Home interior
	� Techtex
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