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Cap Frame type ASSYWide Cap FrameBlue Frames for Finished Products

Accessories

■Machine Specifications／Main Dimensions

Note 1: The embroidery area indicated above for maximum pantograph movement.
            The frame used may restrict the actual embroidery field size.
Note 2: Machines and Specifications are subject to change at any time without prior notice.

(Tubular Frame) (Cap Frame) L W H

BELY-S1502CⅡ 450×520／520 520 450×1040 460×434 2045

450×380／380 380 450×1520 460×304 2385
450×520／520 520 450×2080 460×434 1φ 100‒240 3085
450×380／380 380 450×2280 460×304 3φ 200‒415 3145
450×520／520 520 450×3120 460×434 4125
450×380／380 380 450×3040 460×304 3905
450×520／520 520 450×4160 460×434 200‒1000 5265

MODEL Embroidery Area
(mm)

Needle Distance
(mm)

Continuous Design
(mm)

Cap Frame
Wide(mm)

Tubular Frame
Maximum(mm)

Power Supply
(v)

Power Consumption
Maximum (kw)

Dimensions (mm)

86×360 0.1‒12.7 1245 1690

Stitch Length
(mm)

Speed (rpm)Number of
Needles

BELY-S1506CⅡ
0.55

BELY-S1508CⅡ

BELY-S1504CⅡ
0.5

200‒1000
200‒1100

15

LS Automat Features
● Touch screen (12.1inch, resolution 1280×800)
● Easy Operation
● USB 3.0 Type-A 2 ports, USB 2.0 Type-A 1 port
● 1000BASE-T LAN connector standard
● 300 million stitch capacity, 300 memory locations

MODEL
BELY-S1506CⅡ

Drop Table Compact-Bridge Model Ensures
Outstanding Stitch Quality across a Wide Variety of Fabrics

BELY-CⅡseries


